BT1091 | CONFETTI PENDANTS

CLAUS BONDERUP & TORSTEN THORUP | 1970

Ay, L, A,

Shade: powder-coated steel or polished brass

Colors
Black (RAL9005) .
White (RAL9010) L
Green (RAL6012) .
Polished Brass .

SOCKET: E26/E27 socket depending on country.

WIRE: 3m reinforced fabric wire (Black wire for Black, Green and Brass lamps, White wire for White lamps).
SUSPENSION: A standard ceiling mount is included (Black for Black wire, White for White wire).

BULB: Sold separately

Light source Max. watt Voltage/frequency Weight kg. Electric shock protection Ingress protection
socket
Max. 220-240V/
EU E27 15W 50-60H2 05 Class Il 1P20
us E26 15W 120V/60Hz 05 Class Il 1P20
JAPAN E26 15W 100V/50Hz 05 Class 1P20
v A
13,5cm
23"
1
i
"
@14,5cm /5,7
Height mm. Width mm. Length mm. Cbm Net kg. Tara kg. Gross kg. Cartons
BT1091 175 335 260 0.02 0.50 1.00 1.50 11
Carl Hansen & Sgn x tala bulb* 145 70 70 0,0007 0.0032 0,0029 0,0061 11
*Only available for EU, US and UK
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BT1091 | CONFETTI PENDANTS

CLAUS BONDERUP & TORSTEN THORUP | 1970

Recommended light source used for light measurements:

Carl Hansen & Sgn x tala
« Globe mirrored

o 7W E27 220-240V

o Warm white

¢ 7W=50W

© 420 lumen

* 2700 K

Carl Hansen & Sgn x tal

Polar Footcandles
Distance (meter) im 2m 3m 4m 5m
Distance (feet) 3,31t 6,6 ft 9,8 ft 13,1 ft 16,4 ft
61
10|l
17Ix
Lux* 39/Ix
Beam center
Footcandles* 4 fed
*measured at 217cd
center of beam 1 fed
1 fed
R o Beam width (meter) 2 m 39m 59m 7.9m 9.9m
g Beam width (feet 6,5 ft 13 it 19,3 ft 25,8 ft 32,31t
’ ’ ’
Isolux
iso-lux diagram
gl 115m 377,31
90° - 3% 47,0mlx
——— 10% 16cd e T — 5% 783mk
75° ———20% 3lcd ' ———— 10% 0,157 1x
- 30% 47cd - " 296.4 30% 04701x
——— 40% 63cd —— 50% 0,783Ix
45° ——— 50% 78cd o 150,57
——— 60% 94cd '
30°
70% 110 cd %3m Y 7755
8|15 ——— 80% 125¢cd \ " '
4 \ [
5 90% 1dtcd om ) \ of| Conditions:
3° / \ i
£ ) Number of c-planes: 24
>r .
15 Conditions: -23n =155 Lux at center: 1,57 Ix
W Number of c-planes: 24
i Candela at center: 157 cd -46m -150,9f]
45° - -
X N 226 4
-60 Lux distribution on a surface
, -92m -301,8f] when lamp is mounted at 10
75° meters from the surface.

Horizontal angles

LISTED
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Mounting height: 10 meters (33 feet)
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