
                                                                                              Colors
Black (RAL9005)                                                                    •
White (RAL9010)                                                                    •

SOCKET: E12 or E14 socket depending on country.
BULB: Not included.
WIRE: 2.5m. black fabric wire with in-line switch.

Light source socket Max. watt Voltage/frequency Weight kg. Electric shock protection Ingress protection
EU E14 15W Max. 220-240V/50-60Hz 3 kg. Class II IP20

US E12 120V/60Hz
JAPAN E12 100V/50 Hz

Recommended light source used for measurements:

•  Phillips LED

•  P45 4.3W E14 220-240V FR

•  Warm white

•  4.3W = 40W 

•  470 lumen

•  2700K
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Shade/base: powder coated steel
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Packaging dimensions Height mm. Width mm. Length mm. Cbm Net kg. Tara kg. Gross kg. Cartons
Table lamp 587 400 252 0.06 3.0 1.5 4.5 1/1

Polar
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  Light efficiency:

68 Lumen/Watt

  Light quality:

  Color temperature:

CRI: 83,4

2640 K

Output:
Peak:

Power:
PF:

  285 lm
110 cd

4,2 W
0,54

Beam angle

CIE 1931
x: 0,466
y: 0,414

Tracking number: n/a

Product name:
MO300, MO310, MO320
Item number:

Date and time:
17-03-2020  10:54:01
Description:
Measured in 20 planes

Measured by Jakob D. Jepsen

Spectra

Voltage: 228 V
Current: 0,034 A
Frequency: 50,1 Hz

Power

Footcandles
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Beam intensities from 1-20m
1m 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m

3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 19,7ft 23ft 26,2ft 29,5ft 32,8ft 36,1ft 39,4ft 42,7ft 45,9ft 49,2ft 52,5ft 55,8ft 59,1ft 62,3ft 65,6ft

97lx 24lx 11lx 6lx 4lx 3lx 2lx 2lx 1lx 1lx 1lx 1lx 1lx 0lx 0lx 0lx 0lx 0lx 0lx 0lx

9fcd 2,3fcd 1fcd 0,6fcd 0,4fcd 0,3fcd 0,2fcd 0,1fcd 0,1fcd 0,1fcd 0,1fcd 0,1fcd 0,1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd 0fcd

Intensities in 0° c-plane
0° 5° 10° 15° 20° 25° 30° 35° 40° 45° 50° 55° 60° 65° 70° 75° 80° 85° 90° 95°

97 99 102 104 106 108 109 110 109 106 101 94 84 71 57 39 23 12 2 0

100% 102% 105% 107% 110% 111% 113% 113% 112% 109% 104% 96% 87% 73% 58% 40% 24% 12% 2% 0%

Intensities in 90° c-plane
0° 5° 10° 15° 20° 25° 30° 35° 40° 45° 50° 55° 60° 65° 70° 75° 80° 85° 90° 95°

97,0 96,5 95,3 93,6 90,8 88,1 84,2 80,4 74,5 66,1 55,7 43,9 31,9 22,0 14,5 9,9 5,9 2,4 0,1 0,0

100% 99% 98% 96% 94% 91% 87% 83% 77% 68% 57% 45% 33% 23% 15% 10% 6% 2% 0% 0%

Intensities in 180° c-plane
0° 5° 10° 15° 20° 25° 30° 35° 40° 45° 50° 55° 60° 65° 70° 75° 80° 85° 90° 95°

97,0 94,6 91,6 88,2 84,0 78,3 69,8 60,5 50,7 40,0 30,8 22,5 16,2 12,0 8,7 5,7 2,9 0,4 0,0 0,0

100% 97% 94% 91% 87% 81% 72% 62% 52% 41% 32% 23% 17% 12% 9% 6% 3% 0% 0% 0%

Intensities in 270° c-plane
0° 5° 10° 15° 20° 25° 30° 35° 40° 45° 50° 55° 60° 65° 70° 75° 80° 85° 90° 95°

97,0 97,0 96,7 95,8 93,8 91,5 88,1 84,0 78,7 73,2 66,0 54,9 42,1 29,4 19,0 11,4 6,5 2,5 0,0 0,0

100% 100% 100% 99% 97% 94% 91% 87% 81% 75% 68% 57% 43% 30% 20% 12% 7% 3% 0% 0%

Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone

108,9° 152° 170,5° 80,9% 55,2%

1 m
3,3 ft

2 m
6,6 ft

3 m
9,8 ft

4 m
13,1 ft

5 m
16,4 ft

Distance (meter)
Distance (feet)

14 m 
45,9 ft 

108,9°

11,2 m 
36,7 ft 

8,4 m 
27,4 ft 

5,6 m 
18,5 ft 

2,8 m 
9,2 ft 

Lux*

Footcandles*

*measured at 
center of beam

Beam width (meter)
Beam width (feet)

4 lx
6 lx

11 lx
24 lx

97 lx

0 fcd
1 fcd

1 fcd
2 fcd

9 fcd

Beam center

Beam details
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Iso Diagrams

iso-candela diagram

iso-lux diagram
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Conditions:

Number of c-planes: 40

Candela at center: 97 cd
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Iso Diagrams

iso-candela diagram

iso-lux diagram

10%

20%

30%

40%

50%

60%

70%

80%

90%

Conditions:

Number of c-planes: 40

Candela at center: 97 cd
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Conditions:

Number of c-planes: 40

Lux at center: 0,970 lx

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface. 

Horizontal angles

V
er

tic
al

 a
ng

le
s

Mounting height: 10 meters (33 feet)

Isolux
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